INTRODUCTION.

This section contains the description and operation of Contractor- and NASA-furnished crew personal equipment and miscellaneous stowed equipment that is not described in other sections of the handbook. All major items are identified as Contractor-furnished equipment (CPE) or Government-furnished (NASA) property (GFP - synonymous with GFE).

The crew equipment will be presented in the general order of operational usage. A brief outline is as follows:

A. Spacesuits (paragraph 2.12.2)
   1. Intravehicular Spacesuit Assembly
      (a) Biomedical Harness and Belt
      (b) Constant Wear Garment (CWG)
      (c) Flight Coveralls
      (d) Pressure Garment Assembly (PGA)
      (e) Associated Umbilicals, Adapters, and Equipment
   2. Extravehicular Spacesuit Assembly
      (a) Liquid-Cooled Garment (LCG)
      (b) PGA with Integrated Thermal Meteroid Garment (ITMG)
      (c) Associated Equipment

B. G-Load Restraints (paragraph 2.12.3)
   1. Crewman Restraint Harness
   2. Interior Handhold and Straps
   3. Hand Bar

C. Zero-g Restraints (paragraph 2.12.3)
   1. Rest Stations
   2. Velcro and Snap Restraint Areas
   3. Straps

D. Internal Sighting and Illumination Aids (paragraph 2.12.4)
   1. Window Shades
   2. Mirrors
   3. Crewman Optical Alignment Sight (COAS)
   4. LM Active Docking Target
   5. Window Markings
   6. Miscellaneous Aids